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Specifications 
 
Vessel Control System I  
 
Features 

• Rugged, watertight Wireless Helm 
handheld controller  

• Waterproof joysticks and switches 
• ISM-band radios 
• Directional antenna  
• 3-axis tilt-compensated digital compass 

with 1 degree accuracy 
• Boat control system 

 
LCD Display 

•  32-point analog true compass heading  
• Digital indicators for power 
• Battery voltage 
• Temperature indicators  

 
Range:  1000 m 
 
 
 
Vessel Control System II 
 
Features  

• Vessel Control System I capabilities 
• Additional 3-axis tilt-compensated 

compass in handheld unit for relative 
heading 

 
LCD display  

• System I capabilities 
• Ability to toggle between true compass 

and relative heading 
 
 

 
Designed in 2006 to a government agency 
specification, the Oceanscience Vessel Control 
System (OSVC) with Wireless Helm provides a 
rugged, watertight handheld solution for your 
remote control needs.  ISM-band radios with 
directional antenna provide a remote control range 
up to 1000 m.  
 
A watertight LCD screen displays the boat’s true 
and relative heading, power setting, battery 
voltage, and temperature indicators for both motor 
channels. The heading display facilitates better 
control decisions if visual contact with the boat is 
lost. Real-time feedback of battery and motor 
condition enables constant monitoring of system 
health. 
 
Two models are available depending on the need 
for the convenience of relative heading display.  
 


